
Description:

A rapid drying process, characterized by high

strength and vibrant color combinations,

specially crafted to fulfill the needs of

packaging and commercial projects.

Features:

Offers high strength with fast setting and

drying capabilities.

Provides a good gloss on coated paper.

Demonstrates excellent Litho performance.

Ideal for print and turn tasks.

Machine Details:

Shows outstanding press performance.

Maintains a stable ink-water balance.

Compatible with all dampening systems.

Printing Specifications:

Exhibits good transfer properties at various

press speeds.

Ensures optimal dot gain.

Suitable for both coated and uncoated

paper.

Recommended for all kinds of coated and

uncoated papers.
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Data in this publication is based on careful investigations and is intended for
information only. All information shall not be binding, shall carry no warranty as to
certain ingredients, as to the fitting for a special purpose, as to the merchantability, or
as to the industrial property rights of third parties. Any and all users are obliged to
carry out tests on their own authority as well as to check the suitability and the
danger of the respective product for a particular application. Iran shoraka assumes
no liability in this regard; neither to the exactness nor to the completeness of the data.
W e apply our General Sales Conditions to be found on www.iranshoraka.com
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After Printing Information:

Excellent rub resistance

High gloss on coated stock

Appropriate for overprinting media such as

aqua coat, O.P. Medium, UV, and

Laminations.
(Keep in mind that the effectiveness of O.P. Media relies on

the substrate, quality of O.P. Medium, and adhesive utilized

for lamination.)
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Good 4 3
Yellow

Sp-2237

Poor 4 3
Magenta
Sp-2238

Good 7 6
Cyan

Sp-2239

Fair 7 6
Black

Sp-2240
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Good
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